


TYPICAL FILTER SIZING Selection Software

Select “FILTER SIZING SOFTWARE” after login Select “FILTER SIZING” after login from a product pageOR

Step 1

Step 2

Step 3

Choose the type of fi lter family.
Enter the main data for sizing the fi lter
then push CALCULATE.

Enter the main data for sizing the fi lter
then push CALCULATE.

Select the desidered options to choose the appropriate fi lter type for the application.
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TYPICAL FILTER SIZING

A B

Step 4

Step 5

Choose the most suitable fi lter from the proposed list.

A SAVE YOUR FILTER’S REPORT

A

It is possible to change the fi lter 
modifying every parameter.MANUAL EDIT

see 

A new 
browser window 
displays the pdf

SAVE IN YOUR ARCHIVE
typing your reference data and then SAVE AS PDF

By clicking your WELCOME button,
the SHOW REPORTS is displayed: select it to see your fi lters list.

Close the report window

the SHOW REPORTS is displayed: select it to see your fi lters list.
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Dimensions

DIFFERENTIAL INDICATORS

DE M 20 xx 10 P01

DE M 20 xx 20 P01

2.0 bar ±10%

2.0 bar ±10%

Settings

Settings

Ordering code

Ordering code

Electrical Differential Indicator

Electrical Differential Indicator

DEM*10

DEM*20

Materials
-	Body: 		  Brass
-	Base:		  Black polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP66 according to EN 60529

Electrical data
-	 Electrical connection: 	 AMP Superseal series 1.5
-	Resistive load: 	 0.2 A / 115 Vdc
-	Switching type: 	 Normally open contacts (NC on request)
-	 Thermal lockout: 	 Normally open up to 30 °C (option “F”)

Materials
-	Body: 		  Brass
-	Base:		  Black polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP66 according to EN 60529

Electrical data
-	 Electrical connection: 	 AMP Time junior
-	Resistive load: 	 0.2 A / 115 Vdc
-	Switching type: 	 Normally open contacts (NC on request)
-	 Thermal lockout: 	 Normally open up to 30 °C (option “F”)
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DE A 20 x A 50 P012.0 bar ±10%
Settings Ordering code

Electrical Differential Indicator

DEA*50 Materials
-	Body: 		  Brass
-	Base:		  Black polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP66 according to EN 60529
			   IP69K according to ISO 20653

Electrical data
-	 Electrical connection: 	 EN 175301-803
-	Resistive load: 		 0.2 A / 115 Vdc
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A/F 30
Max tightening
torque: 65 N∙m
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Max tightening
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Thermal lockout

Thermal lockout
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DIFFERENTIAL INDICATORS
Dimensions

DE M 20 xx 30 P01

DE M 20 xx 35 P01

2.0 bar ±10%

2.0 bar ±10%

Settings

Settings

Ordering code

Ordering code
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B

75

Electrical Differential Indicator

Electrical Differential Indicator

DEM*30

DEM*35

Materials
-	Body: 		  Brass
-	Base:		  Black polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP66 according to EN 60529

Electrical data
-	 Electrical connection: 	 Deutsch DT-04-2-P
-	Resistive load: 	 0.2 A / 115 Vdc
-	Switching type: 	 Normally open contacts (NC on request)
-	 Thermal lockout: 	 Normally open up to 30 °C (option “F”)

Materials
-	Body: 		  Brass
-	Base:		  Black polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP66 according to EN 60529

Electrical data
-	 Electrical connection: 	 Deutsch DT-04-3-P
-	Resistive load: 	 0.2 A / 115 Vdc
-	Switching type: 	 SPDT contact
-	 Thermal lockout: 	 Normally open up to 30 °C (option “F”)
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Hydraulic symbol

Hydraulic symbol

Electrical symbol

Electrical symbol
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Thermal lockout

Thermal lockout

A/F 28
Max tightening
torque: 65 N∙m
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DE S 12 H A 10 P01
DE S 25 H A 10 P01

1.2 bar ±10%
2.5 bar ±10%

Settings Ordering code

Electrical Differential Indicator

DES*10
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Hydraulic symbol

Electrical symbol

Materials
-	Body: 		  Brass
-	 Internal parts:		  Brass - Polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR

Technical data
-	Max working pressure: 	 16 bar
-	 Proof pressure: 	 24 bar
-	Burst pressure: 	 48 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP67 according to EN 60529

Electrical data
-	 Electrical connection: 	 AMP Superseal series 1.5
-	Resistive load: 	 0.2 A / 24 Vdc
-	Switching type: 	 Normally open contacts (NC on request)

A/F 19
Max tightening
torque: 25 N∙m
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DIFFERENTIAL INDICATORS
Dimensions

DE S 12 H A 30 P01
DE S 25 H A 30 P01

1.2 bar ±10%
2.5 bar ±10%

Settings Ordering code

Electrical Differential Indicator

DES*30
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Hydraulic symbol

Electrical symbol

Materials
-	Body: 		  Brass
-	 Internal parts:		  Brass - Polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR

Technical data
-	Max working pressure: 	 16 bar
-	 Proof pressure: 	 24 bar
-	Burst pressure: 	 48 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP67 according to EN 60529

Electrical data
-	 Electrical connection: 	 Deutsch DT-04-2-P
-	Resistive load: 	 0.2 A / 24 Vdc
-	Switching type: 	 Normally open contacts (NC on request)

A/F 19
Max tightening
torque: 25 N∙m

DL A 20 x A xx P012.0 bar ±10%
Settings Ordering code
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Electrical/Visual Differential Indicator

DLA*51 - DLA*52 Materials
-	Body: 		  Brass
-	Base:		  Transparent polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP66 according to EN 60529
			   IP69K according to ISO 20653

Electrical data
-	 Electrical connection: 	 EN 175301-803
-	 Type		  51	 52	
-	 Lamps		  24 Vdc	 110 Vdc	
-	Resistive load: 		 1 A / 24 Vdc	 1 A / 110 Vdc
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Electrical symbol
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A/F 30
Max tightening
torque: 65 N∙m

GREEN
LAMP

RED
LAMP

DE S 12 H A 80 P01
DE S 25 H A 80 P01

1.2 bar ±10%
2.5 bar ±10%

Settings Ordering code

Electrical Differential Indicator

DES*80
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Hydraulic symbol

Electrical symbol

Materials
-	Body: 		  Brass
-	 Internal parts:		  Brass - Polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR

Technical data
-	Max working pressure: 	 16 bar
-	 Proof pressure: 	 24 bar
-	Burst pressure: 	 48 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP67 according to EN 60529

Electrical data
-	 Electrical connection: 	 Stud #10-32 UNF
-	Resistive load: 	 0.2 A / 24 Vdc
-	Switching type: 	 Normally open contacts (NC on request)

A/F 19
Max tightening
torque: 25 N∙m
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DIFFERENTIAL INDICATORS
Dimensions

DL A 20 x A 71 P012.0 bar ±10%
Settings Ordering code

DL E 20 x A 50 P012.0 bar ±10%
Settings Ordering code

DL E 20 x F 50 P012.0 bar ±10%
Settings Ordering code

Electrical/Visual Differential Indicator

Electrical/Visual Differential Indicator

Electrical/Visual Differential Indicator

DLA*71

DLE*A50

DLE*F50

Materials
-	Body: 		  Brass
-	Base:		  Black polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP65 according to EN 60529
			   IP69K according to ISO 20653

Electrical data
-	 Electrical connection: 	 IEC 61076-2-101 D (M12)
-	 Lamps		  24 Vdc
-	Resistive load: 		 0.4 A / 24 Vdc

Materials
-	Body: 		  Brass
-	Base:		  Black polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP65 according to EN 60529

Electrical data
-	 Electrical connections: 	 EN 175301-803
-	Resistive load: 	 5 A / 250 Vac
-	Available the connector with lamps

Materials
-	Body: 		  Brass
-	Base:		  Black polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP65 according to EN 60529

Electrical data
-	 Electrical connections: 	 EN 175301-803
-	Resistive load: 	 5 A / 250 Vac
-	 Thermal lockout setting: 	+30 °C

Hydraulic symbol
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Electrical symbol

Electrical symbol
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A/F 30
Max tightening
torque: 65 N∙m

A/F 32
Max tightening
torque: 95 N∙m

A/F 32
Max tightening
torque: 95 N∙m

Thermal lockout

GREEN
LAMP

RED
LAMP
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DIFFERENTIAL INDICATORS
Dimensions

DT A 20 x x 70 P012.0 bar ±10%
Settings Ordering code

Electrical Differential Indicator

DTA*70 Materials
-	Body: 	 Brass
-	 Internal parts: 	 Brass - Nylon
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP67 according to EN 60529

Electrical data
-	 Electrical connection: 	 IEC 61076-2-101 D (M12)
-	 Power supply: 	 24 Vdc
-	Analogue output: 	 From 4 to 20 mA
-	 Thermal lockout: 	 30 °C (all output signals stalled up to 30 °C)

Hydraulic symbol

Electrical symbol
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1 +24 Vdc

4     20 mA

75% - N.O.

100% - N.O.

0 Vdc
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1 +24 Vdc

4     20 mA

75% - N.O.

100% - N.O.

0 Vdc

÷
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A/F 30
Max tightening
torque: 50 N∙m

Digital output

Digital output

Industry 4.0 
READY

DV M 20 x P012.0 bar ±10%
Settings Ordering code

Visual Differential Indicator

DVM Materials
-	Body: 	 Brass
-	 Internal parts: 	 Brass - Nylon
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Reset: 	 Manual reset
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP65 according to EN 60529

Hydraulic symbol
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1 +24 Vdc

4     20 mA

75% - N.O.
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0 Vdc
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A/F 30
Max tightening
torque: 65 N∙m

Red
clogging indicator

DV A 20 x P012.0 bar ±10%
Settings Ordering code

Visual Differential Indicator

DVA Materials
-	Body: 	 Brass
-	 Internal parts: 	 Brass - Nylon
-	Contacts: 		  Silver
-	 Seal: 		  HNBR - FPM

Technical data
-	Reset: 	 Automatic reset
-	Max working pressure: 	 420 bar
-	 Proof pressure: 	 630 bar
-	Burst pressure: 	 1260 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP65 according to EN 60529

Hydraulic symbol
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1 +24 Vdc

4     20 mA

75% - N.O.

100% - N.O.

0 Vdc

÷
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A/F 28
Max tightening
torque: 65 N∙m

Green / Red
clogging indicator
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DIFFERENTIAL INDICATORS
Dimensions

T2 H
T2 V

HNBR
FPM

Seal Ordering code

Indicator plug

T2 Materials
-	Body: 	 Phosphatized steel
-	 Seal: 	 HNBR / FPM

10
A

/F
30

A/F 30
Max tightening
torque: 65 N∙m

DV S 12 H P01
DV S 25 H P01

1.2 bar ±10%
2.5 bar ±10%

Settings Ordering code

Visual Differential Indicator

DVS Materials
-	Body: 		  Brass
-	 Internal parts:		  Brass - Polyamide
-	Contacts: 		  Silver
-	 Seal: 		  HNBR

Technical data
- Reset:	 Automatic reset
-	Max working pressure: 	 16 bar
-	 Proof pressure: 	 24 bar
-	Burst pressure: 	 48 bar
-	Working temperature: 	 From -25 °C to +110 °C
-	Compatibility with fluids: Mineral oils, Synthetic fluids 
			   HFA, HFB, HFC according to ISO 2943
-	Degree protection: 	 IP67 according to EN 60529

Hydraulic symbol
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A/F 17

Max tightening
torque: 25 N∙m

Clear / Red
clogging indicator
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DIFFERENTIAL INDICATORS
Dimensions

 Series

 Series

DE

T2

DL

DV
DT

 Option
P01
Pxx

MP Filtri standard
Customized

Configuration example 1: DE HM 50F20 P01

Configuration example T2 H

Configuration example 2: DL VE 71A20 P01
Configuration example 3: DT HA 70F20 P01

Configuration example 4: DV VM 20 P01

 Type
A A

E
M M

 Pressure setting
12
20
25

1.2 bar
2.0 bar
2.5 bar

Standard type With automatic reset

Electrical differential indicator

Indicator plug

For high power supply

Electrical differential indicator

With wired electrical connection With manual reset

Electrical/Visual differential indicator

Visual differential indicator

DESIGNATION & ORDERING CODE - DIFFERENTIAL INDICATORS

DESIGNATION & ORDERING CODE - DIFFERENTIAL INDICATOR PLUG

 Seals

 Seals

H

H

V

V

HNBR

HNBR

FPM

FPM

•

•• -

-

-

- -
•

•
• ••

•
•

•
-

-

•
-
-

 Electrical connections

20
10

30

50

52

35

51

70
71

DL

DL

DLE

DLE

DEA

DEA

DE

DE

DT

DT

DT

DT

DEM

DEM

DV

DV

DV

DV

DLA

DLA

•

• •

•

•- - - - -
•- - - - -
•- - - - -
•- -

--
--
--

--

- -
-

-

-
-

-
---

-

-

- -
- - -

- - - -
---

•

•

•

•
•

•

• • •

 Thermostat
A
F

Without thermostat
With thermostat

Connection Deutsch DT-04-2-P
Connection AMP Timer Junior
Connection AMP Superseal series 1.5

Connection Deutsch DT-04-3-P
Connection EN 175301-803

Connection EN 175301-803, transparent base with lamps 110 Vdc
Connection EN 175301-803, transparent base with lamps 24 Vdc

Connection IEC 61076-2-101 D (M12)
Connection IEC 61076-2-101 D (M12), black base with lamps 24 Vdc

S Compact version • - -
S With automatic reset

Return filters277



STEEL EXTENSION TUBE

POLYAMIDE EXTENSION TUBE

 Series

Size

TE

25
32
40

ø D [mm]
25
32
40

 Material
A Polyamide

 Length
200
250
300
350

450
400

500

H [mm]
200
250
300
350

450
400

500

TE 250A40Configuration example:

 Length
S30
S35
S40
S45

S60

S80

S50

S70

S90

H1 [mm]
300
350
400
450

600

800

500

700

900

Configuration example:

Filter 
length

Tube length

H1 [mm]
TE25 TE32 TE40 200 250 300 350 400 450 500Filter 

series

MPF191

Filter 
size

2 F1 BA H

COMPATIBILITY TABLE

A10 S60

1
1
2
3
4
1
2
3
4
1
2
1
2
3
1
2
3
4
1
2
3
4

266
275
322
400
502
277
322
400
502
410
623
278
342
380
273
320
396
498
273
318
396
498

316
325
372
450
552
327
372
450
552
460
673
328
392
430
323
370
446
548
323
368
446
548

366
375
422
500
602
377
422
500
602
510
723
378
442
480
373
420
496
598
373
418
496
598

416
425
472
550
652
427
472
550
652
560
773
428
492
530
423
470
546
648
423
468
546
648

466
475
522
600
702
477
522
600
702
610
823
478
542
580
473
520
596
698
473
518
596
698

516
525
572
650
752
527
572
650
752
660
873
528
592
630
523
570
646
748
523
568
656
748

566
575
622
700
802
577
622
700
802
710
923
578
642
680
573
620
696
798
573
618
696
798

MPF - MPFX

MPF
MPFX

MPT
MPTX

MPF

MPT

MPTX

MPFX

101

101

100

100

181

025

104

104

182

30

110

110

184

027

104

Filter 
length

104

ø D [mm]

110

110

52 65

114

114

Filter 
series

120

120

Filter 
size

COMPATIBILITY TABLE

2
1
2
3
1

MPF

H
1

ØD
400

191

750

192 194

• -

-

-

-

-

-

- -

--

-

--

-

-

-

-

-

•

410

•

•

•

•

•

•

•

450 451

H1 - Total 
length 
immersed 
in the tank

H

H
1

ØD

Accessories

Return filters

• -

-

• -

-

•

•
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ACCESSORIES

FILLER PLUG

DIFFUSER WITH FAST LOCK CONNECTION

DIPSTICK

.

-	Screw: phosphatized steel
-	Stick: phosphatized steel
-	Handle: Polyamide

Materials
Working temperature: from -25 °C to +110 °C
Technical data

 Series

 Length

 Fastening

DPT

15

M8

20

M10

25
30
35

H [mm]
134

Fastening with screws ø D = M8

184

Fastening with screws ø D = M10

234
284
334

 Seals
A
V

NBR
FPM

 Execution
P01
Pxx

MP Filtri standard
Customized

DPT AM1020 P01Configuration example:

 Series

 Length

 Size

 Version

DFS

075

32
A40

ø D [mm]

Standard

32
Standard40

DFS 075A32Configuration example:

Filter LengthFilter series Filter size DFS32 DFS40
COMPATIBILITY TABLE

1
2
3
4
1
2
3
4
1
2
3
4
1
2
3
4

MPF

MPT

MPFX

MPTX 101

101

100

100

104

104

110

110

104

104

110

110

114

114

120

120
•

•

•

•

•

•

-	Body: Polyamide
-	Seal: NBR

Materials
Tightening torque: 
15 N·m

Technical data

.
.

Filler plug

13
12

A/
F 

34

M30x1.5

O-Ring 3106

For any further information, please, contact our commercial dept.

ØD

Ø70

75

50

51
H

ØD

Ø3.5

Filler plug

Filler plug

30

-

-

-

-

-

-
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